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NOTES:
Current Rating: 3.0AMP

Recommended P.C.B Layout(Top Side)
(PCB BOARD TOLERANCE£0.05)
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Contact Material: Phosphor Bronze = m S m m.ﬁwo.s PIN 0.80X0. Nm»} i 2.54XNo.of, Positions—5.08
Contact plating: Au Or Sn over Ni 5 0 T E [100£0.004] [.031X0.010] “[.100XNo.of Positions—.200]
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Insulator Material: PA9T+30%G.F UL94V-0 g ©8 2.54XNo.of Contacts/2-2.54£0.25 4
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[ ] [ ] _m,
Ordering Information B 25
o ™ -+ H
2150-2XX M XX CUN X X Al ﬁmmmj 5=
R r -
No.of Pins per  Contact Plating: Packing: Series No.
ROW:02~40PIN' Go-Gold Flash T=Tube i=TYPE 1 » _
G3=10p"Gold P=Tube+CAP 2=TYPE 2
G4=151"Gold R=Tape&Reel+CAP i #
G5=30p"Gold 1<|
S0=Gold Flash/Tin — 6.60£0.25
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530 Gold Tin TSI 8 2.54XNo.of Positions—5.08+0.15 TYPE 2 WITH 82 /
At Tin S5 [.100XNo.of Positions—0.200+0.006] SECTION: A-A
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